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TVS-1282

TVS-1282-i7-16G-450W

TVS-882 TVS-682

6/8/12-bay Turbo vNAS

Highlights of hardware capabilities
6th generation Intel® Pentium® or Core™ i3/i5/i7 multi-core 
processor provides up to 20% performance improvement
8GB (up to 64GB) DDR4 2133MHz RAM 
USB 3.1 10Gbps expansion card
40GbE and 10GbE network interfaces for high-speed sharing
M.2 SATA 6Gbps and SSD slots with support for PCIe NVMe SSD

VJBOD

TVS-882-i5-16G-450W
TVS-1282-i5-16G-450W
TVS-1282-i7-32G-450W

450W

A hyper-converged system with tiered storage, 
application-based partitioning and network tra�c distribution

Use your NAS as a PC

450W models with  AMD Radeon™ 
RX480 Series GPU       GPU Passthrough 
technology for a premier 3D 
experience

+

QmailAgent for secure and e�cient email management of multiple email accounts

Snapshot and Snapshot Replica provide continuous data protection

Qtier™ with SSD Cache for around-the-clock acceleration

Qsirch simpli�es and accelerates searching on a QNAP NAS

VJBOD (Virtual JBOD)
   Online storage expansion with super-high-speed 40GbE networking
   Achieves the best capacity utilization among multiple QNAP NAS units
   On-demand, instant storage capacity allocation



TVS-x82 Series

* All specifications are subject to change without notice.

For more information, please go to www.qnap.com

NAS Model TVS-682 TVS-882 TVS-1282

Ordering SKU TVS-682-PT-8G TVS-682-i3-8G TVS-882-i3-8G
TVS-882-i5-16G

TVS-882-i5-16G-450W
TVS-1282-i3-8G

TVS-1282-i5-16G

TVS-1282-i5-16G-450W

TVS-1282-i7-32G

TVS-1282-i7-32G-450W

CPU

Intel® Pentium® 
G4400 3.3 
GHz dual-core 
processor

Intel® Core™ 
i3-6100 3.7 
GHz dual-core 
processor

Intel® Core™ 
i3-6100 3.7 
GHz dual-core 
processor

Intel® Core™ i5-6500 
3.6 GHz quad-core 
processor

Intel® Core™ 
i3-6100 3.7 
GHz dual-core 
processor

Intel® Core™ i5-6500 
3.6 GHz quad-core 
processor

Intel® Core™ i7-6700 
3.4 GHz quad-core 
processor

Memory

Total DIMM slots: 4
Maximum memory: 64GB (16 GB x4)

Note: The pre-installed memory modules may need to be replaced when expanding the memory.

Memory modules pre-installed: 8 GB 
DDR4 RAM (4 GB x 2)

Memory modules 
pre-installed: 8 GB 
DDR4 RAM 
(4 GB x 2)

Memory modules 
pre-installed: 16 GB 
DDR4 RAM ( 8 GB x 2)

Memory modules 
pre-installed: 8 GB 
DDR4 RAM 
(4 GB x 2)

Memory modules 
pre-installed: 16 GB 
DDR4 RAM (8 GB x 2)

Memory modules 
pre-installed: 32 GB 
DDR4 RAM (8 GB x 4)

Flash Memory 512MB DOM

M.2 Slot
2 x M.2 2242/2260/2280/22110 SATA  6Gb/s SSD
Note: The M.2 SSD is not included in the product package.

Drive Tray
2 x 2.5” SSD 

4 x 2.5”/3.5” hard drive or SSD

2 x 2.5” SSD 

6 x 2.5”/3.5” hard drive or SSD

4 x 2.5” SSD 

8 x 2.5”/3.5” hard drive or SSD

Drive Interface SATA 6Gbps/3Gbps

USB Front: 1 x USB 3.0 port  /  Back: 4 x USB 3.0 port

Ethernet 4 x GbE port

Video Output 3

Audio Input 2 x 6.3mm microphone jack

Audio Output
2 x built-in speaker, 1 x 3.5mm Line-out jack

Note: Only one of the above audio output ports can work at a time. If a speaker is connected, the sound will output through the speaker.

LED Indicators System status, 2.5” SSD, M.2  SSD, 3.5” HDD/SSD

Buttons Power, USB One-touch-copy backup, Reset

System 
warning

Buzzer

Form Factor Tower

Dimensions 231.9 x 224.9 x 319.8 mm 231.9 x 292.8 x  319.8 mm 234.6 x 369.9 x 319.8 mm

Weight
Net (NAS only):  7.7 kg/16.96 lb

Gross (with the package and 
accessories): 9.5 kg/ 20.94 lb

Net (NAS only):  9.05 kg/19.95 lb
Gross (with the package and accessories): 

10.85 kg/ 23.92 lb

Net (NAS only):  11.55kg/25.46 lb
Gross (with the package and accessories): 13.65 kg/ 30.09 lb

Sound Level 
(dB)

Sound pressure (LpAm)
 (bystander position): 20.5 dB

(with 4 x Seagate ST2000VN000-1HJ164 
HDDs installed)

Sound pressure (LpAm) 
(bystander position): 21.8 dB

(with 6 x Seagate ST2000VN000-1HJ164 HDDs 
installed)

Sound pressure (LpAm) (bystander position): 21.6 dB
(with 8 x Seagate ST2000VN000-1HJ164 HDDs installed)

Temperature 0-40˚C

Relative 
Humidity

5~95% non-condensing, wet bulb: 27˚C

Power Supply
Input: 100-240V~, 3-1.5A, 60-50Hz; 
Output: 250W

TVS-882-i3-8G / TVS-882-i5-16: 

  Input: 100-240V~, 3-1.5A, 60-50Hz; 

  Output: 250W

TVS-882-i5-16G-450W: 

  Input: 100-240V~, 8-4A, 60-50Hz; 

  Output: 450W

TVS-1282-i3-8G / TVS-1282-i5-16G/TVS-1282-i7-32G: 

  Input: 100-240V~, 3-1.5A, 60-50Hz; Output 250W

TVS-1282-i5-16G-450W / TVS-1282-i7-32G-450W: 

  Input: 100-240V~, 8-4A, 60-50Hz; Output: 450W

PCIe Expansion 
Slot

2 (1* PCIe Gen3 x16; 1* PCIe Gen3 x4) 3 (1* PCIe Gen3 x8; 2* PCIe Gen3 x4)

Fan
System: 1 x 8 cm quiet cooling fan

CPU: 1 x 9cm fan
System: 2 x 8 cm quiet cooling fan

CPU: 1 x 9cm fan
System: 3 x 8 cm quiet cooling fan

CPU: 1 x 9cm fan
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24/7 Acceleration Made Possible 
With QNAP Qtier™ and SSD Cache Technologies

6th generation Intel® Pentium® or Core™ i3/i5/i7 multi-core 
processor provides up to 20% performance improvement

8GB (up to 64GB) DDR4 2133MHz RAM 

USB 3.1 10Gbps expansion card

40GbE and 10GbE network interfaces for high-speed sharing

M.2 SATA 6Gbps and SSD slots with support for PCIe NVMe SSD

TVS-1282-i3-8G
TVS-1282-i5-16G
TVS-1282-i7-32G
TVS-1282-i5-16G-450W
TVS-1282-i7-32G-450W

TVS-682-PT-8G
TVS-682-i3-8G

TVS-882-i3-8G
TVS-882-i5-16G
TVS-882-i5-16G-450W
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Tiered
Storage

SATA SSD SATA HDD

PCIe NVMe SSD
M.2 SATA SSD

Hot Data Storage
Move frequently-accessed 
data to SSD storage with 
scheduled data analysis using 
Qtier technology to ensure 
long-term high system 
performance

Cold Data Storage
Move infrequently-accessed data 
to large-capacity storage with 
scheduled data analysis using Qtier 
technology

Super-fast Read & 
Write Cache

Fast responses to online and 
real-time data access requests with 
SSD cache technolog


