
SPECIFICATION SHEET HO-03I

Magnetic sensor for metal curtains has an NC output.

It has a shockproof function, you can widely used in 

warehouses, apartments, shops, parking lots

individuals, etc.

Features:

Used for doors / gates / curtains in industrial and residential situations where there is a wide gap

Normally Closed Sensor NC GAD> = 40 mm

Magnet enclosed in epoxy compound inside the aluminum box for direct installation on the garage 

door

24 ″ (61cm) cables encased in shielded cable

Adjustable to fit most door channel widths For closed circuits.

Voltage <= 500 mA @ <= 100 VDC, 10 W IP68 - 

Epoxy sealed

Metal plating
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INSTALLATION MANUAL HO-03I

1. Locate the sensor in the required position, either door / curtain / gates.

2. Use 2X22 non-polarized 2-wire cable for alarm.

3. Connect the wires from the sensor to the determined zone and GND terminal inside the Alarm Panel.

4. Check that the two wires are perfectly connected to the screws in the magnetic contact.

5. Connect in series the resistance required for the compatibility of the alarm panel and the correct 

operation.

6. When the separation between both magnetic bodies is greater than 40 mm, the alarm will be activated

7. Activate the siren until the emergency is attended as appropriate at the site of the intrusion.

8. The correct installation will avoid unnecessary visits.
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