
KIT-3104XE-C/4-BS32A11B

   XVR Model: 3104XE-C

· 4 channel 1080P recording

· Universal plug & play for AHD/TVI/CVI/CVBS

· Support VGA, HDMI and CVBS simultaneously output

· Single click Cloud Service for remote monitoring

· 24/7 mobile application viewing (iOS/Android App: AntarView Lite)

   Camera Model: BS32A11B

· 1080P High de�nition

· Real-time data transmission

· AHD/TVI/CVI/CVBS 4-in-1 signal output

· UTC remote switch

· Full metal case, IP67 waterproof

ZKTeco ready-made kits are especially designed to build typical CCTV system in the easiest 
way – totally DIY, plug & play! It is an ideal solution for surveillance of small applications such as 
o�ce, factory, company, shops, etc. 

4 Channel 1080P XVR with 4 x 1080P Metal HD Cameras

1080P Lite XVR Kit XVR KIT series

Antarvis 2.0

Internet

HDMI Local Display playback

 Antarview LITE

Factory HomeShops

KIT-3104XE-C
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Dimensions (mm)

3104XE-C

H.264

Embedded LINUX

Embedded Processor

2GB

16MB

VGA/HDMI/BNC

Operating System

Main Processor

RAM

FLASH

Input Mode

Model Search Mode

Compression

4 in / 1 out

4CH 1080P@15fps

Output 

Audio

Recording

Timing, Manual, Motion Detection 
alarm send email, External Alarm

4CH * 1080P@15fps

Recording Type

Playback

Model

Image Sensor

Lens Type

Resolution

BS32A11B

LED Board

AHD/TVI/CVI/CVBS

Supported

10pcs SMT LED

20M

Signal Out Type

IR Distance

  USB2.0* 2 

DAV, AVI

 IE/Chrome/Firefox

Support ios, Android

1 SATA

10 / 100 Mbps Ethernet (RJ-45)

TCP/IP, DHCP, DDNS, NTP, SMTP

Backup File Format

Browsers

Smart Phone

Hard Disk

65mm 

145mm

65mm 

1080P Analog Camera

Electronic Shutter Speed

Day/Night

Power Supply

Working Environment

Power Consumption

Dimensions

Minimum Illumination

1/50(1/60)~1/10,000sec

Auto ICR

DC12V±10%

-10℃ ~ 60℃, Humidity< 90% RH

3.2W

145mm*65mm*65mm

0.1Lux/F2.4 (color) 0 Lux with IR on

E�ective Pixels 1920x1080

USB

1/2.9" CMOS Sensor

2.8mm �xed lens

1080P@25fps

Casing Metal mini Bullet

UTC(OSD)

4CH BNC; 2CH IP+2CH BNC; 4CH IP 

60mm

 XVR

Package

XVR 3104XE-C * 1

Camera BS32A11B * 4

12V/2A Power Adapter * 2

18m BNC/Power Cable * 4

1 split 4 Power line * 1

Mouse * 1

 Time/ Date, Event and Channel Search

Network Port

Network Protocol

Power Supply

Working Temperature

Working Humidity

Dimensions

DC12V /2A

-10°C ~60°C 

10% ~ 90% Humidity

200mm*170mm*60mm

Speci�cations


