
 

airCube ISP Access Point 



 

24V PoE In Port 

This Gigabit Ethernet port is available to connect a 10/100/1000 Mbps device to the 

internet. It also accepts 24V PoE input and can be used to power the airCube. 

 

Ports 2-3 

These Gigabit Ethernet ports are available to connect 10/100/1000 Mbps devices to the 

internet. 

 

WAN Port 

This Gigabit Ethernet port connects to and powers a 24V PoE airMAX device. 

 

Power Port 

The Power Port can be used to power the airCube. This requires a 5V power adapter with a 

Micro-USB connector (not included). 

 

LED 



The LED lights up when the airCube is powered on. 

 

Reset Button 

Resets to factory defaults. The device should be running after bootup is complete. Press 

and hold the Reset button for about 10 seconds until the LED starts flashing and then 

becomes solidly lit. After a few seconds, the LED will turn off, and the device will 

automatically reboot. 

 
 



 

 



 

 

NOTE: The device used to configure the airCube must be on the same network as 

the airCube itself. 

 

 

NOTE: The QR code password can be found on the bottom of the airCube. It is 

labeled PSWD. 

 

ACB-ISP 

Dimensions 87.80 x 89.50 x 89.25 mm 

(3.46 x 3.52 x 3.51") 

Weight 280 g (9.88 oz) 



ACB-ISP 

Management Interface Wi-Fi / Ethernet 

Networking Interface 10/100 Fast Ethernet Ports 

LED Status 

Operating Frequency 2.4 GHz 

Antenna Gain 4 dBi 

Max. Speeds 300 Mbps 

Max. Power Consumption 5W 

Max. TX Power 20 dBm 

Power Supply 5V 

Power Method Micro-USB Adapter (Not Included) or 

PoE 24V In on LAN Port 1 

PoE Out Controllable 24V PoE Out (4, 5+, 7, 8-) on WAN Port 

Supported Power Voltage 4.95-5.05V 

Operating Temperature -10 to 50° C 

(-14 to 122° F) 

Operating Humidity 5 to 95% Noncondensing 

ESD/EMP Protection ± 24 kV RJ45 Interface 

Certifications CE, FCC, IC 

 

 

 

 

WARNING: Do not use this product in location that can be submerged by water. 

 

WARNING: Avoid using this product during an electrical storm. There may be a remote risk of 

electric shock from lightning. 
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https://www.ui.com/support/warranty/
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Nota: Este equipamento não tem direito à proteção contra interferência prejudicial e não pode 

causar interferência em sistemas devidamente autorizados. 

 

Country List 

AT BE BG CY CZ DE DK 
 

EE EL ES FI FR HR HU 
 

IE IT LV LT LU MT NL 
 

PL PT RO SE SI SK UK 
 

 

BFWA (Broadband Fixed Wireless Access) members noted in blue 



 

Note: This device meets Max. TX power limit per ETSI regulations. 

 

Note: This device is restricted to indoor use only when operating in the 5150 - 5350 MHz 

frequency range within all member states. 

 

Note: All countries listed may operate at 30 dBm. BFWA member states may operate at 36 

dBm. 

 

Note: Operation in the 5.8 GHz frequency band is prohibited in BFWA member states. Other 

countries listed may use the 5.8 GHz frequency band. 

   

 

https://dl.ui.com/qsg/source/main/WEEE/WEEE_Compliance_Statement.html
https://www.ui.com/compliance/
https://help.ubnt.com/
https://community.ubnt.com/
https://www.ui.com/download/

