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ABK-180ZL-S

ABK-500ZL-W

285Lx5 x31H4W

70Lx38Wx38H

250Lx47Wx28H

170Lx40Wx29H

265Lx72Wx45H

280Lx80Wx51H

182Lx40Wx29H

227Lx5 x31H4W

220Lx72Wx45H

YM-280,YM-280(LED),YM-280T(LED)

YM-280D,YM-280D(LED),YM-280TD(LED)

YM-60,YM-70,YM-70-S

YM-350,YM-350(LED),YM-350T(LED)

YM- 0D,YM- 0D(LED)

YM- 0TD(LED),YM-350DBZ

YM-350BZ, 35 35

35

YM-180,YM-180D

YM-500,YM- 0(LED),YM- 0T(LED)
YM- 0D,YM- 0D(LED)

YM- 0TD(LED),YM- 0DBZ

50 50
YM-500BZ, 50 50

50 50

YM- 0,YM- 0(LED),YM- 0T(LED)

YM- 0D,YM- 0D(LED),YM- 0TD(LED)

75 75 75

75 75 75

YM-180-S,YM-180D-S

YM-350W,YM-350W-S

YM-500W,YM- 0W-S50

ABK-70Z

ABK-280ZL

ABK-180ZL

ABK-350ZL

ABK-500ZL

ABK-750ZL

ABK-350ZL-W

Swing in installation

0.16kg

0.38kg

0.72kg

0.81kg

1.34kg

1.50kg

0.38kg

0.81kg

1.34kg

A. For in-swing door,install the lock body inside and then need to 

    install the ZL bracket at the same time.

B. Discharge the mounting plate from lock body.

C. Fix the L bracket on the door frame and then fix the lock body on the L bracket .

D. Assemble the Z bracket and then fix it on the door frame

E. Fix the armature plate on the Z bracket
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Specification

Model Suitable For WeightU ed WithsSize(unit:mm)

Installation

Bracket for Locks

Pull

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door

In-swing wooden door, 
narrow door frame door,
metal door
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