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0 - 93% Non-condensing humidity

0°C to +49°C 

(+32°F to +120°F) 

433.42 MHz

1 2 3

P/N: F.01U.261.834 - B810

UL
UL1023: Standard for Household Burglar-Alarm System Units
UL1076: Standard for Propriety Burglar Alarm Units and Systems
UL1610: Standard for Central-Station Burglar-Alarm Units
UL365: Standard for Police Connected Burglar Alarm Units and System
UL609: Standard for Local Burglar Alarm Units and Systems
UL636: Standard for Holdup Alarm Units and Systems
UL985: Standard for Household Fire Warning System Units

FCC, Part 15

Industry Canada (IC)

Classifi ed to ANSI/SIA CP01-2010

111.58 mm

(4.39 in)

175.79 mm

(6.92 in)

139.70 mm

(5.50 in)

31.80 mm

(1.25 in)

209.60 mm

(8.25 in)

P/N: F.01U.261.834 - B810

243 m (800 ft), 22 AWG
10 - 14 VDC, 12 VDC nominal,
70 mA

Installation Guide

RADION receiver SD
B810
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P/N: F.01U.261.834 - B810

P/N: F.01U.261.834 - B810

Determine Bosch Security Systems, Inc. 
Product Manufacturing Dates
Use the serial number located on the prod-
uct label and refer to the Bosch Security 
Systems, Inc web site at: 
http://www.boschsecurity.com/datecodes/.

Copyright
This document is the intellectual property 
of Bosch Security Systems, Inc. and is pro-
tected by copyright. All rights reserved.
Trademarks
All hardware and software product names 
used in this document are likely to be 
registered trademarks and must be treated 
accordingly.
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