
Camera 01 Camera 02 Camera 03

Camera 04 Camera 06Camera 05

Camera 07 Camera 08 Camera 09

VAST

AJ-001 Joystick 
Quick Installation Guide

The AJ-001 is a USB joystick with HID 3-axis PTZ control, a twist wheel for zoom in/zoom out, and 8 configurable function 
buttons for use on a VAST server station. 

INTRODUCTION

CONNECTION

• 1x Joystick • 1x Quick Installation Guide
PACKAGE CONTENTS

Following are the conditions for making the connection: 
1. Connect the included USB cable between the USB ports on the joystick and a VAST server.   

KEYPAD DEFINITION
Below is the keypad numbering sequence and definitions:

Button ID Function
1 Pan
2 Patrol
3 Stop
4 Home
5 Focus near
6 Focus far
7 Snapshot
8 Preset

Since VAST rev. 1.13, the following keypad functions will be available as the defaults for the joystick. 
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1. Avoid spilling water onto the device. Avoid using this device in a high-moisture environment. 
2. This device should be operated in the indoor environment.  
3. Avoid impact to the device. 
4. This product is manufactured to comply with the requirements of the following directives: 89/336/EEC, 92/31/EEC, 

93/68/EEC. 

NOTE: 


