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Output power

Surge output power

Output Waveform

Output frequency

Output voltage
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Nominal DC input voltage

DC Input voltage range

Low input voltage shutdown

Low input voltage alarm

High input voltage shutdown

Over temperature shutdown

Overload shutdown
Short circuit shutdown
Ground fault shutdown
Reverse polarity shutdown
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No Load Current Draws

Peak Efficiency

Forced air cooling

Working temperature

Storage temperature humidity

Product dimension

Socket type / # of phases

1000W

2000W

PURE SINE WAVE

60HZ

120VAC ± 10%

12VDC 24VDC 48VDC

10V-15VDC 20V-30VDC 40-60VDC

11V±0.3VDC 22V±0.3VDC 44V±0.3VDC

15V±0.3VDC 30V±0.3VDC 60V±0.3VDC

10V±0.3VDC 20V±0.3VDC 40V±0.3VDC

Temperature over 70°C±3°C, output stop,auto reset

Through GFCI outlets
External / Internal / DC fuses down

120%~150% rated load over 2 sec. turn off, auto reset 
Automatic recovery turn off output voltage, auto reset

 ≤0.55A ≤0.27A ≤0.15A

≥89% ≥90% ≥91%

Intelligent temperature-control，Load control air cooling

Type of operation Island mode

-10℃~45℃
-30℃~70℃

340*180*70（MM）(L*W*H)

USA type / 1

Packing

Weight

1pc/inner box, 6box/CTN
N.W./G.W./CTN:14.3KG/18.6KG

PS1000-124
1000W PURE SINE WAVE INVERTER

HUSN ENERGY SOLUTIONS CO., LIMITED
Address:01-A53,7th floor, Unit 1, BLDG#3, No.6 Auto Museum E Rd.,Fengta Dist. Beijng 
Tel: 86-10-82894112 EXT 6018
Fax: 86-10-82894882


