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USG

Dimensiones 135x135x28.3 mm
(5.32x5.32x1.11"

Peso 366 g (12.9 0z)
Interfaces de red

Puerto serie de consola (1) puerto serie RJ45
Puertos de datos (3) puertos Ethernet 10/100/1000
Consumo maximo de energia 7W
Fuente de alimentacién Adaptador de alimentacién de 12 Ved, 1 A (incluido)
Rango de tension admitido De 9a24Vcd
Luces LED

Sistema Estado
Puerto serie de consola Alimentacion
Puertos de datos Velocidad/enlace/actividad

Rendimiento de transmision de capa 3

Tamano del paquete: 64 bytes 1000 000 pps
Tamano del paquete: 512 bytes o mayor 3 Gbps (tasa de linea)
Procesador Con doble nucleo a 500 MHz, MIPS64 con aceleracion de

hardware para procesamiento de paquetes

Memoria del sistema 512 MB de RAM DDR2
Almacenamiento flash incorporado 2GB
Montaje en bastidor Si
Temperatura de funcionamiento De-10°Ca45°C(de 14°Fa 113°F)
Humedad de funcionamiento De 10 a 90 % sin condensacion
Certificaciones CE, FCC, IC

Specifications are subject to change. Ubiquiti products are sold with a limited warranty described at: ui.com/support/warranty

The limited warranty requires the use of arbitration to resolve disputes on an individual basis, and, where applicable, specify arbitration instead of jury trials or class actions.
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